
KOMBINIERTER CO2-O2-SENSOR
IN DICKSCHICHTTECHNOLOGIE

Sensoreigenschaften

Potentiometrischer CO2-O2-Sensor für die

kontinuierliche Messung von Gaskonzen-

trationen

- Kompakter Aufbau

- Integrierter Heizer und Temperatur-

regelung

- Frei von Referenzgas-Kompensation der 

  O2-Querempfindlichkeit

- Automatisierbare und kostengünstige

Herstellung

- CO2-Empfindlichkeit NERNST-Verhalten

- O2-Empfindlichkeit NERNST-Verhalten

- Messbereich

  0,03 ... 44 Vol.-% CO2

10 ... 40 Vol.-% O2

- Parallelmessung von Sensormodulen

Leistungsangebot

- Entwicklung von Sensoren und

Dickschichtpasten

F R A U N H O F E R - I N S T I T U T  F Ü R  K E R A M I S C H E  T E C H N O L O G I E N  U N D  S Y S T E M E  I K T S

1   Vorder- und Rückseite des Sensormoduls.

2   Glasabdeckung, Sensorelektrode, Elek-

trolyt.

3   CO2-O2-Sensorsubstrat im 10-fachen

Nutzen.
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2

Sensorsignale bei Änderung der

Gaszusammensetzung
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COMBINED CO2-O2 SENSOR IN
THICK-FILM TECHNOLOGY

Sensor characteristics

Potentiometric working CO2-O2 sensor for

the continuous measurement of gas con-

centrations

- Compact construction designs

- Integrated heater and temperature con-

trol

- Free of reference gas – compensation of

O2-cross sensitivity

- Automatable and economical production

- CO2 sensivity NERNST behavior

- O2 sensitivity NERNST behavior

- Measuring range

  0.03 ... 44 vol % CO2

10 ... 40 vol % O2

- Parallel measurement of sensor modules

Products and services offered

- Development of sensors and thick-film

pastes

1   Front and back side of the sensor module.

2   Glass encapsulating, sensor electrode,

electrolyte.

3   CO2-O2 sensor substrate in tenfold use.
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Na2CO3, Au glass SiO2, Na2Si2O5, Au

solid electrolyte

substrate

heater

measurement of O2

measurement of CO2

Sensor signal at variation of gas

composition
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