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SUSPENSIONS-

CHARAKTERISIERUNG

Die Verarbeitungseigenschaften von Sus-
pensionen werden stark von deren Stabili-
tat, Homogenitat und dem Dispersionszu-
stand der enthaltenen Partikel bestimmt.
Diese Parameter werden durch die Zugabe
geeigneter Hilfsmittel beeinflusst und die
Suspensionseigenschaften gezielt einge-
stellt. Um den fir die konkrete Anwendung
geeigneten Dispergator auswahlen zu kon-
nen, sind Kenntnisse der Wechselwirkun-
gen zwischen Partikel, Medium und Hilfs-
mittel unabdingbar. Durch die Kombination
unterschiedlicher Messmethoden, wie
Elektroakustik, Rheometrie und Sedimenta-
tionsanalyse ist die simultane Erfassung der
stabilisierenden Effekte in fir die Weiterver-
arbeitung relevanten Konzentrationen ge-
wahrleistet.

Das nach DIN EN ISO/EC 17025 akkredi-
tierte Messlabor verfuigt tber ein umfang-
reiches Know-how zur Stabilisierung und
Verarbeitung unterschiedlichster Pulver
(Rohstoff und PartikelgroBenverteilung) in
wassrigen und organischen Medien. Neben

einer kompetenten Beratung werden ver-
schiedene Messmethoden angeboten, die
einzeln oder in Kombination ein umfassen-
des Bild der Stabilitat der Partikel im Me-
dium liefern. Alle Analysen werden durch
eine fachkundige Interpretation der Ergeb-
nisse abgeschlossen.

Leistungsangebot

Komplexe Charakterisierung der Suspensi-
onseigenschaften in wassrigen und organi-
schen Systemen:

- Analyse der Oberflachenladung der Par-
tikel, auch prozessbegleitend wahrend
der Aufbereitung

- Analyse der Struktur und des FlieBver-
haltens bei sehr niedrig viskosen bis pas-
t6sen Dispersionen

- Bewertung der Stabilitat der Suspension
gegen Sedimentation

- Analyse der Wechselwirkungen zwi-
schen Dispergator und Partikeloberfla-
che
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SUSPENSION
CHARACTERIZATION

The processing properties of suspensions
are strongly determined by stability, homo-
geneity and dispersion state of the con-
tained particles. These parameters are influ-
enced by the addition of stabilizing agents
and thereby can be specifically adjusted. A
profound knowledge of the interactions
between particles, medium and dispersing
agent is essential to select the suitable dis-
persing agent for the specific application.
Via the combination of different characteri-
zation methods like electroacoustics, rhe-
ometry or sedimentation analysis a simulta-
neous recording of the stabilizing effects is
guaranteed in process relevant concentra-
tions.

The laboratory, which is accredited accord-
ing to DIN EN ISO/EC 17025, has an exten-
sive knowledge about stabilization and pro-
cessing of various powders (raw material

and particle size) in aqueous or organic lig-
uids. In addition to a competent consulting,
a lot of different measuring methods are

provided, which can be used separately or
in combination and give you a complete
overview of the stability of the particles in
the relevant medium.

All analyses are combined with a qualified
interpretation of the results.

Services offered

Complex characterization of suspension

properties in aqueous or organic media:

- Analysis of the particle surface charge
before, after and during the processing

- Analysis of the suspension structure and
flow behavior of low-viscous to paste-
like dispersions

- Evaluation of the sedimentation stability
of suspensions

- Analysis of the interactions between dis-
persing agent and particle surface
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